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Wiring Multiple Torches to One Switch 
Multiple torches may be wired to a single switch.  The torches are wired in parallel (see 
diagram below).  Each torch uses 0.5 amps – make sure the circuit and wire are sized 
appropriately. 

 
 

Wiring Multiple Torches in Daisy-Chain Configuration 
The control module is sealed and may be used as a junction box to daisy chain one control 
module to another.  This is especially useful when the torches are a long distance from the 
switch.  To make an additional pass-through in the box, use a NEMA 4X liquid-tight cord 
grip (clamp).  Drill the appropriate sized hole in the control module housing near the electric 
input location, making sure to not damage any internal components (see the “x” in the 
photo below). Remove all drill debris. 
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Steps for Connecting the Electrical Line 
The electrical line is routed through a water-resistant connection and attached to the electrical leads 
inside the control module as shown below. 

Remove the cover from the control module.  
Remove the connector sleeve and securing nut 
from the control module. 

 
Slide the sleeve and securing nut over the end 
of the electrical line.  NOTE: Supplied fitting 
accepts 14/2 or 12/2 electrical line. 
 

 
Remove approximately 3” of out sheathing from 
the electrical line.  Expose approximately 3/8” of 
wire for the electrical connection. 

 
Route the electrical line into control module. 

 
Re-attach the connector sleeve and securing 
nut, making sure an air-tight seal is maintained. 

 
Use three wire nuts to secure the electrical lines. 
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Post Mount and Control Cover Installation 
A post mount and control cover are pre-attached to the torch for use with the optional post (3” round lamp post) 
or pier mount.  If using the wall mount, use the control cover included with the wall mount kit. 

 
(a) Detach the control cover 

from the torch assembly.  
Keep the two thumb screws 
used to attach the cover. 
 
 

(b) Slide the control cover over 
the post. 
 
HINT: Use low-tack tape to 
protect the post from 
scratches. 
 
NOTE: When installing the 
post, make sure the post is 
positioned with the 
mounting holes 45° offset 
from the front.  The post 
mount has obround holes 
that allow 20° of rotation 
(10° in each direction). 
 
 

(c) Attach the gas and 
electrical lines. 
 
WARNING: Take care 
when handling the torch 
assembly to not damage 
the gas or electrical line. 
 
 

(d) Attach the torch to the post 
using the included ¼-20 
screws. 
 
 

(e) Attach the control cover to 
the torch with the two thumb 
screws. 
 
! The safety label slides 
into place between the 
control cover and the 
torch body.   
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Torch Assembly 
(a) Place the burner top over the 

main assembly.  Make sure the 
burner top is fully seated. 
 
! Make sure the hotwire element 
lines up with the hole on the 
burner top. 
 

(b) The support bars are shipped 
with two screws pre-installed.  
Remove the screws from the 
support bars and attach the four 
bars to the main assembly.  
Make sure the bars are properly 
aligned (square to the edge of 
the main assembly). 
 

(c) Attach the top plate. 
 
NOTE: If using the optional rain 
cap, you may wish to install it 
now before the glass is installed 
(see page 13). 
 

(d) Slide one piece of glass into 
place until it contacts the support 
bar.   
 
! Make sure the teflon tape is at 
the top of the glass with the 
wrap-around edge facing 
inwards. 
 
HINT: Make sure the glass is 
clean before installing and 
handle with soft gloves or other 
non-marking material (e.g. paper 
towel). 
 

(e) Use a 5/32” hex wrench to 
tighten the glass support bolt. 
 
! Tighten the bolt only enough to 
hold the glass in place – over-
tightening may break the 
glass.  
 
Repeat steps “d” and “e” for the 
other three pieces of glass. 
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Optional Rain Cap 
The optional rain cap may be installed to suit the installation location.  If the torch is located in an area where 
rain or plant debris is prevalent, you may wish to permanently mount the rain cap to the torch with the 
included nuts.   
 
Place the rain cap on top of the torch so the four studs insert through the top plate.  With one or two pieces of 
glass removed, secure the rain cap using the included nuts (shipped pre-attached to the rain cap). 

 

 

 
WARNING: Do not use the torch cover (sku 94800867) with electronic ignition torch.  The cover will combust if in 
place while the torch is turned on, creating a severe safety hazard. 
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Wall Mount Kit 
An optional wall mount kit is available for mounting the tempest torch to a wall (or other horizontal structure).  
See the the wall mount kit for full set of assembly and installation instructions. 

 

NOTE:  The control cover and post mount are not used with the wall mount kit. 

 

HINT: Provide approximately 18” to 24” of slack on the control wire from the point it enters the wall mount.  
This allows for the wall mount to be installed with sufficient wire length. 

 

 
 

  



16 Installation  (for qualified installers only) 

© Travis Industries, Inc. 4091203 100-01231_000 

Post or Pier Mounted Torch 
The tempest torch may be mounted to a 3” diameter post using the included post mount.  This post may be 
surface mounted on a deck or similar platform with the optional post base kit.  If the post is placed in a remote 
location, it may be sunk into the ground using concrete or other suitable means.  See the post or post base kit 
for assembly and installation instructions. 
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Before You Begin 
! Read this entire manual before you use your new torch, especially the section "Safety Precautions" on 

page 4.  Failure to follow the instructions may result in property damage, bodily injury, or even death. 
! Remove any cover from the torch prior to operation (the optional stainless-steel rain cap may be left in 

place.  
! Inspect the torch to make sure it is free of debris or objects that may have fallen into the torch prior to 

operation. 
! Inspect the torch, burner, and supply lines for any damage prior to operation. 
! It may be difficult to see the burner operating in direct sunlight. 
! WARNING: Do not use the torch cover (sku 94800867) with electronic ignition torch.  The cover will 

combust if in place while the torch is turned on, creating a severe safety hazard. 

Operating Instructions 
WARNING: This gas torch is automated, it runs off of an electric ignition system and may not be lit with 

a lighter or matches. 

How your torch works  
Ignition  

When you switch the torch on, electrical power is supplied to the control module, starting the ignition sequence.  
During ignition the hotwire will glow red (the glow wire is visible behind the burner rings on the torch). Gas is then 
turned on to the torch.  The torch will ignite and the flame sensor will signal the control module that the torch is lit 
and the hotwire will then turn off.   

NOTE: In rare cases, the torch will fail to light.  In these cases the torch will wait 15 seconds, then re‐start the 9‐
second ignition sequence.  The control module will try to re‐start the torch a total of 3 times.  If it fails to light after 
three tries, the torch will then shut‐off.  To re‐start, turn the switch off, wait 3 seconds, then turn the switch on. 

Torch in Operation 

The torch, once lit, will stay lit until power to the torch is turned off.  If gas flow is interrupted, or if wind blows‐out 
the flame, the torch will start the ignition sequence. 

Multiple Torches 

Each torch operates independently.  If you install multiple torches on one power switch and need to turn one of 
the torches off, shut the gas off to the specific torch.  Shutting one torch off will not affect the others. 

Safety Circuit 

Each torch has a built in safety circuit that only allows gas to flow during the ignition sequence and when the torch 
is lit.  This prevents gas build‐up.  The safety circuit relies upon a flame sensor to keep the gas valve open.  If the 
flame goes out the control module will shut the gas off then try to relight the torch.  Your torch can not be 
operated manually, if a problem persists consult the trouble shooting guide (pg 20) and call a qualified service 
technician if needed.  

Torch Operation Options 

Your torch is operated from an electrical circuit similar to an exterior light. You can set up one or many torches on 
a single power supply.  Torches may be set up and operated from any system that a house or exterior light could 
be operated from.  Some examples are: 

• Wall switch 

• Timer 

• Smart home control system 

• Remote control 
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Maintaining Your Torch 
! Failure to inspect and maintain may lead to malfunctioning of the appliance 

and potentially dangerous situations.  
 

• Inspect Torch prior to each use.   
• Keep torch clean, remove any debris that collects in or on Torch.  Inspect for 

spiders and insects, they may clog burner ports or air inlets and need be 
removed before using. 

• Have the appliance inspected by a qualified service technician annually. 
• The stainless steel burner top will discolor – this is normal. 

 

Your Tempest torch is designed to be cleaned and maintained easily. The most 
common maintenance that your torch will require is glass cleaning. This is done by 
loosening the glass retaining screws.  Each piece of glass will have its own retainer. 
Hold the glass by the exposed edge and slide horizontally out of its tracks, the glass 
should slide easily if its retainer screw is loose. 
 
Clean with glass cleaner or warm soapy water. The glass on your Tempest is tempered 
and designed for safety.  If it breaks it will shatter into small square pieces similar to a 
car windshield. It is special glass and if you break one or need to replace a piece use 
only 3/16” thick tempered glass supplied by your Tempest Torch dealer. 
 
To inspect for or clean debris out of the inside of your torch remove one piece of glass. 
This will provide access to the inside of your torch. Once your glass piece is out remove 
the pyramid shaped piece with the rings on the top by lifting it straight up, once you are 
clear of the burner elements turn it sideways and remove through the glass opening. 
This will provide you a clear view of all the torch components, visually check for and 
remove all foreign objects, vegetation, bugs, debris. When reassembling make sure you 
orient the Pyramid plate correctly, the burner elements that stick up through this plate 
are delicate. Once oriented, slide the plate straight down onto the burner assembly 
making sure the edges are seated all the way down. 
 

Winterizing The Torch. 
In areas where the torch may not be used in winter, or for an extended period of time, you may wish to shut off 
gas to the torch.  This will insure the torch is not accidentally turned on or started with debris or snow inside the 
torch. 
WARNING: Do not use the torch cover (sku 94800867) with electronic ignition torch.  The cover will combust if 
in place while the torch is turned on, creating a severe safety hazard. 
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Replacement Parts 

 
Part # Description Diagram # 
250-01798 WATERTIGHT ENCLOSURE BOX ONLY 1 
250-01800   SCW, PHMS  M4 x 20mm  PK OF 6# 2 
250-01794 VALVE ASSY, TEMPEST ELEC NG/LP 3 
250-01792 TRANSFORMER, TEMPEST EL LP/NG 4 
250-01793 WIRE HRNS, MAIN - CONTROL BOX 5 
250-01795 CONTROL MODULE, TEMPEST 6 
250-01783 BRN SYSTEM ASSY, TMP(EI) LP 7 
250-01784 BRN SYSTEM ASSY, TMP(EI) NG 7 
250-01785 FLAME SENSOR, TEMPEST 8 
250-01786 ELECTRODE (HOTWIRE), TEMPEST 9 
250-01780 WIRE HRNS, MAIN-HEAD(TEMP) EL 10 
250-01799 THUMB SCREW, TEMPEST TORCH 11 
250-01445 GLASS RETAINER (TEMPEST) 1 EACH 12 
250-01790 FLAME SPREADER w/PYRMD- NG 13 
250-01791 FLAME SPREADER w/PYRMD - LP 13 
250-01256 RAIN CAP ASS'Y, TEMPEST 14 
250-01257 VERTICLE ROD w/SCRWS, TEMPEST 15 
250-01251 GLASS - TEMPEST 16 
250-01787 STOVE PACK, TEMPEST ELCTRC IGN  
250-01789 BALL VALVE, (SHUT-OFF) TEMPEST  
250-01796 CORD GRIP, WIRE HARNESS  
250-01797 CORD GRIP PWR IN TEMP ELEC  
250-01909 FUSE, BLADE -FAST ACTING -5PK   

Replacement parts can be obtained from your Tempest torch retailer (see www.tempesttorch.com). 
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Troubleshooting Table 
 

Problem: Possible Cause: Don't Call for Service 
Until You: 

Torch Does Not Light 
and Hotwire does not 
Glow Red 

Electrical Power Off 

 

Verify power is on and check circuit 
breaker or GFCI. 

 

 

Torch Does Not Light 
and Hotwire Glows 
Red 

Gas is Off 

 

Turn Gas On (check shut-off valve) 

 

 

Torch Lights During 
Ignition Sequence 
then Goes Out During 
Normal Operation 

Dirty Air Channel or Burner Remove glass and clean soot from 
pyramid plate, burner, and any air 
channels.  If problem persists, 
contact dealer for service. 

Flames are too short 
(under 6") 

The gas supply pressure to the appliance is too 
low. 

Depleted LP cylinder. 

Gas supply lines or gas regulators do 
not have enough capacity. This 
maybe due to other appliances in the 
house using up the available capacity, 
e.g. pool heaters, furnaces, hot water 
tanks, etc. 

Flames are not Spiral Torch was just turned on 
 

 

Windy Condition 

It takes 5 to 10 minutes for the torch to 
start up and the flame to form a spiral. 

 

Wind will influence the flame shape 

Glass is Sooting Burner or burner orifice may be dirty or blocked 
 
 
 

Windy Condition 

Contact your dealer for details on 
removing any debris (spider webs, 
etc.) from the burner and orifice area.
 

Wind will influence the flame quality 
and, if persistent, may lead to sooting 
on the glass. 

Torch makes Clicking 
Sounds 

Glass is moving inside the glass frame and the 
stainless steel parts are expanding and 
contracting with heat 

THIS IS NORMAL 

 
.
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To register your TRAVIS INDUSTRIES, INC. 1 Year Limited Warranty, complete the enclosed Warranty card and mail it within ten (10) days of the 
appliance purchase date to: TRAVIS INDUSTRIES, INC., 4800 Harbour Pointe Blvd. SW, Mukilteo, WA 98275. TRAVIS INDUSTRIES, INC. warrants 
this gas appliance (appliance is defined as the equipment manufactured by Travis Industries, Inc.) to be defect-free in material and workmanship to 
the original purchaser from the date of purchase as follows: 

Check with your dealer in advance for any costs to you when arranging a warranty call. Mileage or service charges 
are not covered by this warranty. This charge can vary from store to store. 

 

90 Day Coverage: PARTS & LABOR 
Burner Assembly: 

Burner, Venturi, Flame Spreader, Orifice, Gas valve 
Glass: 

Glass (breakage from thermal shock only) 
Accessories: 

Portable base (including post and tank cover), wall mount bracket, in-
ground post, and pier post 

One-Way Freight Allowance: 
One-way freight allowance on pre-authorized repair done at factory is 
covered. 

Electrical Components: 
Flame Sensor, Transformer, Wire Harness, Control Module, Igniter 

Exclusions: Paint and Finish 

Year 1 Coverage: PARTS & LABOR 
Burner Assembly: 

Burner, Venturi, Flame Spreader, Orifice, Gas valve 
Glass: 

Glass (breakage from thermal shock only) 
Accessories: 

Portable base (including post and tank cover), wall mount bracket, 
in-ground post, and pier post 

One-Way Freight Allowance: 
One-way freight allowance on pre-authorized repair done at 
factory is covered. 

Exclusions: Paint and Finish, Electrical Components 

CONDITIONS & EXCLUSIONS 
1. This new gas appliance must be installed by a qualified gas appliance technician. It must be installed, operated, and maintained at all times in accordance with the 

instructions in the Owner’s Manual. Any alteration, willful abuse, accident, neglect, alteration, misapplication or misuse of the product shall nullify this warranty. 
2. This warranty is nontransferable, and is made to the ORIGINAL purchaser, provided that the purchase was made through an authorized TRAVIS dealer. 
3. Discoloration and some minor expansion, contraction, or movement of certain parts and resulting noise, is normal and not a defect and, therefore, not covered under 

warranty. The installer must ensure the appliance is burning as per the rating tag at the time of installation. Over-firing (operation above the listed BTU rate) of this 
appliance can cause serious damage and will nullify this warranty. 

4. This warranty does not cover damage to the finish, such as scratches, dents, discoloration, rust or other weather damage, after purchase. 
5. Travis Industries will not be responsible for inadequate performance caused by environmental conditions such as nearby trees, buildings, roof tops, wind, hills or 

mountains or other influences from mechanical systems such as fans, etc. 
6. This Warranty is void if: 

a. The unit has been operated in atmospheres contaminated by chlorine, fluorine or other damaging chemicals. 
b. The unit is subject to submersion in water. 

7. Exclusions to this 1 Year Warranty include: injury, loss of use, damage, failure to function due to accident, negligence, misuse, improper installation, alteration or 
adjustment of the manufacturer's settings of components, lack of proper and regular maintenance, damage incurred while the appliance is in transit, alteration, or act of 
God. 

8. This 1 Year warranty excludes damage caused by normal wear and tear, such as discoloration. Also excluded is damage to the unit caused by abuse, improper 
installation, modification of the unit, drilling of the orifices, or the use of fuel other than that for which the unit is configured. Units are shipped for either natural gas or 
propane. Confirm fuel configuration with your installer. 

9. Damage to stainless steel surfaces caused by fingerprints, scratches, melted items , or other external sources left on the stainless steel from the use of cleaners is not 
covered in this warranty. 

10. TRAVIS INDUSTRIES, INC. is free of liability for any damages caused by the appliance, as well as inconvenience expenses and materials. Incidental or consequential 
damages are not covered by this warranty. In some states, the exclusion of incidental or consequential damage may not apply. 

11. This warranty does not cover any loss or damage incurred by the use or removal of any component or apparatus to or from the gas appliance without the express 
written permission of TRAVIS INDUSTRIES, INC. and bearing a TRAVIS INDUSTRIES, INC. label of approval. 

12. Any statement or representation of TRAVIS products and their performance contained in TRAVIS advertising, packaging literature, or printed material is not part of this 
1 year warranty. 

13. This warranty is automatically voided if the appliance’s serial number has been removed or altered in any way.  
14. No dealer, distributor, or similar person has the authority to represent or warrant TRAVIS products beyond the terms contained within this warranty. TRAVIS 

INDUSTRIES, INC. assumes no liability for such warranties or representations. 
15. Travis Industries will not cover the cost of the removal or re-installation.  
16. If for any reason any section of this warranty is declared invalid, the balance of the warranty remains in effect and all other clauses shall remain in effect. 
17. THIS 1 YEAR WARRANTY IS THE ONLY WARRANTY SUPPLIED BY TRAVIS INDUSTRIES, INC., THE MANUFACTURER OF THE APPLIANCE. ALL OTHER 

WARRANTIES, WHETHER EXPRESS OR IMPLIED, ARE HEREBY EXPRESSLY DISCLAIMED AND PURCHASER’S RECOURSE IS EXPRESSLY LIMITED TO THE 
WARRANTIES SET FORTH HEREIN. 

IF WARRANTY SERVICE IS NEEDED: 
1. If you discover a problem that you believe is covered by this warranty, you MUST REPORT it to your TRAVIS dealer WITHIN 30 DAYS, giving them proof of purchase, 

the purchase date, and the model name and serial number. 
2. Travis Industries has the option of either repairing or replacing the defective component. 
3. If your dealer is unable to repair your appliance’s defect, he may process a warranty claim through TRAVIS INDUSTRIES, INC., including the name of the dealership 

where you purchased the appliance, a copy of your receipt showing the date of the appliance’s purchase, and the serial number on your appliance. At that time, you may 
be asked to ship your appliance, freight charges prepaid, to TRAVIS INDUSTRIES, INC. TRAVIS INDUSTRIES, INC., at its option, will repair or replace, free of charge, 
your TRAVIS appliance if it is found to be defective in material or workmanship within the time frame stated within this 1 year warranty. TRAVIS INDUSTRIES, INC. will 
return your appliance, freight charges prepaid by TRAVIS INDUSTRIES, INC., to your regional distributor, or dealership. 
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